Porous Fe/TiB 2 composites were fabricated by a reactive precursor method. Fundamentally, iron, titanium and boron powders were blended to synthesize 20 to 70 vol% TiB 2 particles in Fe/TiB 2 composites after the combustion reaction. Additionally, various foaming agent powders (CaCO 3 , MgCO 3 , SrCO 3 , TiH 2 , ZrH 2 and C) were added to the blended powder. The blended powder compact was heated to induce the combustion reaction. The specimen prepared with carbon had large pores and high porosity (the maximum porosity was 60% and the pore size was about 800 µm). The reasons why the porosity increases are twofold; (i) the melting point of iron is decreased by carburizing and (ii) carbon is oxidized during the combustion process and the formation of gaseous CO results in generating the pores.
Introduction
Porous metals have unique properties such as high-specific stiffness, damping capacity, heat insulating effect and so forth. By these characteristics, they are expected to be applied to impact absorbers, sound absorption panels and compact heat exchangers (Banhart, 2001) . Porous aluminum alloys have been studied by many researchers (Chino, et al., 2002; Duarte, et al., 2000; Matijasevic, et al., 2006) , and nowadays iron based porous metals are also researched since they possess several attractive properties such as high strength, high stiffness, high melting temperature and compatibility with steel components (Park, et al., 2000; Park, et al., 2001 a; Park, et al., 2001b; Park, et al., 2002; Stephani, et al., 2005) . However, there are some difficulties to manufacture iron based porous materials. For example, high temperature near the melting point of iron is required for the fabrication, and the drainage occurs easily because the specific gravity of iron is larger than that of aluminum.
The authors have developed an innovative manufacture process, "reactive precursor method", in which the precursors consisting of at least two elemental powders are used (Inoguchi, et al., 2009; Kanetake, et al., 2006; Kobashi, et al., 2002; Kobashi, et al., 2006; Kobashi, et al., 2010) . The elemental powders should react with each other and release high heat of formation to let the combustion reaction happen. Once the combustion reaction occurs, inorganic compounds (ceramics or intermetallics) are synthesized and the temperature of the reaction products increases rapidly due to the heat of formation. It is known that the specimens after the combustion reaction are usually porous. The residual atmospheric gas originally existed in the precursor and the released gases originally adsorbed at or absorbed in the elemental powders are main sources of the pores. Since the combustion reaction generates large amount of heat, the specimen's temperature is much higher than the atmospheric temperature during the reaction. Therefore the cooling rate is very fast and solidification occurs rapidly. This is also an advantageous feature to avoid the severe drainage (Park, et al., 2000) .
In this research, we chose three elemental powders (iron, titanium and boron) as starting powders. By heating the blended [Fe+Ti+B] powder, a combustion reaction shown below occurs.
Where is mole fraction of TiB 2 in Fe/TiB 2 composite.
By changing the value of in eq. (1), the volume fraction of TiB 2 in the composite can be controlled. It is reported that TiB 2 is thermodynamically stable in iron and suitable as the strengthening ceramics in iron (Tanaka, et al., 1998 a) . Aside from releasing the large amount of heat reaction, TiB 2 particles play another important role to increase the viscosity of molten iron, which can stabilize the foam structure. Additionally, the interface bonding between iron and TiB 2 is reported to be strong and the dispersion of TiB 2 particles improves the stiffness of iron (Tanaka, et al., 1998b) .
The objective of this research is to develop a processing technique to manufacture porous Fe/TiB 2 composites by the reactive precursor method. In this research, various kinds of foaming agents were added in order to control the pore morphology and porosity. We investigated the effect of the volume fraction of TiB 2 in solid iron on the foaming behavior and also the effect of various foaming agent on porosity.
Experimental Procedure
Iron powder (3-5µm, 99.99%), titanium powder (<45µm, 99.9%) and boron powder (<45µm, 99%) were blended to synthesize 20 to 70 vol% TiB 2 particles in Fe/TiB 2 composites after the reaction (1). A foaming agent powder was added to the blended powder. Six kinds of foaming agents were prepared, and their effects on the foaming behavior were compared. The list of the foaming agents used in this experiment is shown in table 1. The additive amount of the foaming agents was fundamentally 1.0 mass%. Only the additive amount of carbon was varied from 1.0 to 5.0 mass%. The blended powder was compressed into a cylindrical shape (φ10×h10 mm) by a uniaxial cold-pressing (applied pressure: 200MPa). The relative density of the precursors was about 0.67. The precursor was heated in an induction furnace under an argon atmosphere to induce the combustion reaction shown in eq.
(1) (heating rate 3.5°C ⁄ sec.). The specimen was cooled in the furnace immediately after the bright light emission of the combustion reaction was confirmed. The porosity of the specimen was measured by an Archimedes method. The cross section of the specimen was observed by a scanning electron microscope (SEM). The temperature profile during the combustion reaction was measured by inserting a thermocouple in the specimen. The carbon concentration in the iron powder was measured by a combustion-infrared absorptiometric method (LECO CS444).The quantitative analysis of the gas phase in the pore was carried out by mass spectrometry (ANELVA AGS-7000). Oxygen concentration in iron and titanium powder was measured by an inert gas fusion infrared absorption method (LECO TC 600). Figure 1 shows the adiabatic temperatures of combustion (T ad ) with various volume fractions of TiB 2 . This thermodynamic parameter is the temperature to which the product is raised under adiabatic conditions as a consequence of the evolution of heat from the reaction (Munir, et al., 1989) . In this experiment, the adiabatic temperature was calculated by the following equation.
Results and Discussion

Reaction between Fe, Ti and B Powder
Where ∆H f is the heat formation (J), T 0 is the initial temperature (°C), T m is the melting point of iron (°C), C p is the constant pressure specific heat (J ⁄ (mol· °C)) and ∆H melt,Fe is the latent heat of iron at its melting point (J).
In order to fabricate closed-cell-type porous metals by the combustion process, the adiabatic temperature must exceed the melting point of the metal. This is because the pore formation and growth can occur only when sufficient amount of liquid phase is presented. According to the calculation shown in eq. (2), the adiabatic temperature exceeded the melting point of iron, when TiB 2 volume fraction was over 20 vol%. However, when TiB 2 volume fraction reached to 60 vol%, the adiabatic temperature exceeded the boiling point of iron. This extremely high adiabatic temperature often ended up with the explosion of the specimen during the combustion reaction. According to this calculation, we decided to carry out this experiment with TiB 2 volume fractions in between 20 and 70 vol%. Figure 2 shows the cross sections of the specimens with 20~70 vol% TiB 2 . When TiB 2 volume fraction was 20 vol%, the light emission of the combustion reaction was very weak and the closed pores were not observed. For the specimens with 30~60 vol% TiB 2 , the combustion reaction was clearly observed and closed pores were formed (pore sizes were about 1mm). The specimen with 70 vol% TiB 2 exploded. The explosion occurred because the maximum combustion temperature exceeded the boiling point of iron. Figure 3 shows the microstructure of the solid section of the specimen (cell wall) with 50 vol% TiB 2 . TiB 2 particles (2-3µm) were uniformly dispersed in the iron matrix. This homogeneous dispersion of fine particles may be beneficial to improving the stability of pores due to an increased viscosity. Figure 4 shows the temperature profile during the combustion reaction. Ignition temperature was confirmed as 960°C. The ignition temperature was nearly constant (about 950°C) regardless of the volume fraction of TiB 2 . This implies that the porous Fe/TiB 2 composite can be manufactured at temperatures much lower than the melting temperature of iron. Although the maximum combustion temperature could not be measured precisely, it is apparent that the combustion reaction occurred in a short range of time. The temperature of the specimen exceeded the melting point of iron only for about 2 seconds, which is effective to prevent the severe drainage during the foaming process.
Based on the above results, we mainly researched the effect of foaming agents for the specimens with 30~60 vol%TiB 2 in the following section.
Effect of Various Foaming Agents
Figure 5 and Fig.6 show the cross sections and porosities of the specimens with various foaming agent additions (TiB 2 volume fraction: 50 vol%). The foaming agents other than carbon (CaCO 3 , MgCO 3 , SrCO 3 , TiH 2 and ZrH 2 ) were expected to increase porosity due to the CO 2 or H 2 gas emission by the decomposition at high temperatures. But the results showed that porosities did not increase at all by adding these foaming agents. The pore size was not increased as well. This is probably because the decomposition temperatures of these foaming agents were not coincident with the temperature range of the combustion reaction (Table 2) . Furthermore, the melting time was too short to allow a sufficient emission of gaseous phase from the foaming agents.
Apart from these foaming agents, carbon was expected to decrease the melting point of iron by carburizing. Furthermore, carbon was also expected to react with oxygen dissolved in the elemental powders during the combustion process and generate gaseous carbon oxide. As shown in Figures 5 and 6 , it is apparent that the carbon added specimen exhibited larger pores and the higher porosity (48%). For investigating the carbon's role of increasing the porosity, the carbon concentration in iron after the reaction and the gas phase composition in the pores were measured. As a result, the carbon concentration in iron turned out to be 1.6 mass%. According to the Fe-C phase diagram, the liquidus temperature of Fe-C of this composition is about 1250°C. From this result, it is apparent that the melting temperature of the specimen was decreased by adding the carbon powder. Moreover, CO gas was detected in the gas extracted from the pores. Therefore, it is clear that carbon becomes CO gas and forms the pores. Since the chamber was filled with argon and there was little oxygen in the atmosphere, carbon was considered to be reacted with oxygen in the elemental powders. Then, oxygen concentrations in iron and titanium powders were measured. As a result of the analysis, iron and titanium powder contained 0.42 and 0.43 mass% oxygen, respectively. Assuming that all oxygen turns into CO gas, the volume of the emitted CO gas is about 50 times larger than the volume of the precursor. This implies that the amount of oxygen in the elemental powders was sufficient to form pores as shown in Figure 5 .
Effect of Carbon Additive Amount
As indicated in 3.2, the carbon addition was effective to increase the porosity. Therefore, in this section, the effect of the carbon additive amount is discussed. Figure 7 shows cross sections of the specimens with 0~5.0 mass%C additions (TiB 2 volume fractions: 30~60 vol%). When carbon additive amounts were 1.0 and 2.0mass%, both the number of pores and the pore size were increased in comparison with the non-added specimen. The porosity of the specimen prepared with 50 vol% TiB 2 and 3.0 mass%C showed the highest porosity (60%). However, the closed pores were no longer formed by adding 3.0 and 4.0 mass%C when TiB 2 volume fractions were 30, 40% and 50%. Figure 8 shows the porosities of the specimens with 1.0~3.0 mass%C additions. Porosities of the specimens with 1.0, 2.0 and 3.0 mass%C additions were 48%, 51% and 60%, respectively. Fig.9 shows the macroscopic and microscopic cross-sections of the specimen with the 3.0 mass%C addition. The pore size was about 800µm and the closed cell-structure was apparent ( Fig.9 (a) ). TiB 2 particles (2-3µm) were uniformly dispersed in the iron matrix ( Fig.9 (b) ). Fig.10 shows the microstructure of the specimen with 5.0 mass%C addition. The cell structure of the specimen changed to an open-cell type with the pore size under 100µm. Fig.11 shows calculated adiabatic temperatures of the combustion synthesized specimen with various carbon additive amounts. According to Fig.11 , it is apparent that the theoretical adiabatic temperature is not significantly affected by the carbon additive amount. This is because the specific heat of carbon is smaller than those of iron and titanium. Fig.12 shows temperature profiles of the specimens with 0, 3.0 and 5.0 mass%C additions. With respect to the practical temperature profile, the maximum combustion temperatures exceeded the melting point of iron when carbon additive amounts were 0 and 3.0 mass%, but the exothermic peak of the specimen with 5.0 mass%C addition dropped suddenly to the temperature below the melting point of iron, although the calculated adiabatic temperature was not significantly influenced by the carbon addition. In this case, the carbon powders (d=5µm) spreading in between titanium and boron powders (d=<45m) might hinder the direct contact of titanium and boron and, therefore, prevent the reaction.
Conclusions
The processing technique for manufacturing porous Fe/TiB 2 composites by a reactive precursor method was investigated. The following results were obtained through the experiments.
1). For making porous Fe/TiB 2 composites by a reactive precursor method, carbon powder turned out to be a suitable foaming agent. The decreased melting point of Fe-C alloy and the generation of carbon monoxide gas are the main reasons for the increased porosity by adding carbon. Other powders (CaCO 3 , MgCO 3 , SrCO 3 , TiH 2 and ZrH 2 ) were not effective to increase the porosity.
2). When TiB 2 volume fraction was 50% and carbon additive amount was 3.0 mass%, the porosity was 60% and the pore size was about 800µm. The microstructure of the solid section of the porous specimen showed TiB 2 particles (2-3µm) uniformly dispersed in iron matrix.
3). By increasing the carbon additive amount up to 4.0~5.0 mass%, the carbon powders spreading in between titanium and boron powders might prevent the reaction and, therefore, the closed-cell structure could not be obtained. 
